
Read me first 
 
Package Contents 
 
The AAG_CloudWatcher package contains the following: 
 

·  Main box; 
·  Splitter box; 
·  Switch connector plug; 
·  Power supply connector plug; 
·  CD ROM containing the software; 

 
 
 
Connecting the unit 
 
The Main unit is connected to the short cable of the splitter box and NOT directly to the 
PC RS232 port.  
 
The long cable of the splitter box is then connected to the PC RS232 serial port. 
 

 
 

Splitter Box 
 
 
Power is connected to the splitter box using the connector plug included in the package. 
 

 
 
Power Plug 
 

The switch contacts are connected using the banana plug included in the package. 
 

 
 
Switch Plug 



 
Power  Supply  
 
The unit must be supplied from a DC (or AC) power supply delivering between 12 and 18 
volts. 
 
Note that the contacts’  polarity is not important. 
 
 
Splitter  Box Label 
 
 
 
 
Connection to PC RS232 
serial port 
 
 
 
Switch contacts 
(connector plug included) 

 

Power supply contacts 
(connector plug included) 
 
 
Connection to the Main 
box 

 
 
 
Setting up Main Box 
 
Do not drill holes through the Main Box – use the mounting holes. 
 

 

 
 
 
 
 
 
 
 
Mounting Holes 

 
Impor tant 

·  Do not drill holes on the box. 
·  Do not attempt to open the box seeing that the top and bottom covers are glued together 

to provide a watertight environment. 



 

 
 
 
 
 
 
 
 
Mount the unit 
at a slight angle 
to allow the 
water to drain 
from rain sensor 
surface 

 
 

 

 
 
Infrared Sensor 
 
 
Temperature 
Sensor 
 
 
Rain Sensor 
 
 
Light Sensor 
 
 
Power Indicator 
 

 
Impor tant 

 
Do not apply pressure over the sensors seeing that they are glued to the cover. 

 
Be careful when touching the rain sur face because it may be hot. 

 
The rain sensor is an active component that is subject to heating. The maximum temperature 
is limited by software and it depends on the constants chosen by the user. 
 
The rain sensor should be cleaned to work correctly. The presence of rain is detected by 
changes of its capacitance property.  
 



Processor  board 
 

 
 
 
 

Sensor  Board 
 

 
 
Sensor board is glued into position to the top cover with TEC7 (http://www.tec7.com/) to 
provide a watertight environment. 


